
 

 

 

 
 
 
 
 
 

VC Poly Oxford 
 
 
Overview 
 
100% polyester, oxford weave substrate with a pigmented polymer 
coating.  Canvas surface texture with good drape and soft hand. 
 
 
Physical Properties 
 
Property Unit        dohteM tseT  
Weight: 8.0 oz. / sq. yd 

271 g / sq. m 
ASTM D3776-96 

Tensile Strength: 200 / 190 lbf [warp/fill] ASTM D2261-96 
Material: 100% Woven Polyester 
Weave: Oxford 
Thickness: 0.0145 inches (14.5 mil) 

0.37 mm 
Coating Color: White 
Substrate Color: White 
Printable Sides: 1 

 
Width: Up to 54”  
Length: Sheets: Custom 
 Rolls: 50yd 

Custom – upon request 
 
 
Printability Key 
 
Solvent     
UV     
Lithographic     
Dye Sublimation     

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Although all data here is believed to be accurate, each user is advised to make their own determination as to whether 
the described product is appropriate for a particular application or use. Whether such a use will comply with all 
applicable laws or regulations and whether such use will not infringe the intellectual property rights of a third party. 

 

 
 
Aurora Specialty Textiles Group, Inc. 

911 North Lake Street 
P.O. Box 70 

Aurora, IL 60507 
630-892-7651 

www.auroratextile.com 

www.SourceOneOnline.com
Regional Phone Numbers:
West:                     800.252.7767
Midwest:            800.736.7636
Northeast:          800.257.8226
Southeast:          800.537.4606
Mexico:  011.525.55.576.6667

Item#:   Description:
ASTVCO1154150   AURORA VC POLY OXF 8OZ 54X150 


