


IMPORTANT NOTICE: The information given and the recommendations made herein are based on our research and are believed to be accurate, but no 
guarantee of their accuracy or completeness is made. In every case, user shall determine before using any product in full scale production, or in any way, 
whether such product is suitable for user’s intended use for their particular purpose under their own operating conditions. User assumes all risk and liability 
whatsoever in connection with their use of any product. The products discussed herein are sold without any warranty as to merchantability or fitness for a 
particular purpose, or any other warranty, express or implied. No representative of ours has any authority to waive or change the foregoing provisions, and 
no statement or recommendation not contained herein shall have any force of effect unless in an agreement signed by the officers of seller and 
manufacturer. Nothing contained herein shall be construed to imply the nonexistence of any relevant patents or to constitute a permission, inducement or 
recommendation to practice any invention covered by any patent without authority from the owner of the patent. The following is made in lieu of all 
warranties, express or implied: Seller’s and manufacturer’s only obligation shall be to replace or credit such quantity of the product proved to be defective 
at its discretion. 
TM Trademark of Morgan Adhesives Company. 
®  Registered Trademark of Morgan Adhesives Company. 
www.MACtac.com 

GENERAL COMMENTS
⇒ Where exposure to chemicals, solvents or high pressure wash is anticipated, MACtac 

recommends sealing the edges with varnish, silicone or other sealant to prevent penetration 
by these liquids. 

⇒ Prints should not be applied onto dusty, dirty, oily or oxidized surfaces.  
⇒ The mounting board must be properly prepared prior to mounting the image.  This may 

include wiping with alcohol, light sanding or surface sealing depending on the board.  
Contact your board supplier for their recommendation. 

⇒ MACtac's pressure sensitive mounting films are intended for "Cold Roll Lamination" (50°F - 
120°F).  The addition of heat while simultaneous mounting with Thermal Overlaminates may 
result in curl or have other detrimental effects on the finished product. 

⇒ Whenever possible, always test first to ensure end-use suitability. 

SHELF LIFE
 Two years when stored at 75°F (24°C) and 50% relative humidity or less.  Note: MACtac 

recommends that rolls be stored on end or suspended from the core. 

• Values given are typical and are not necessarily for use in specification. 
• Product reinforced with 2-mil polyester during adhesion tests.

   ® Permacolor is a registered trademark of Morgan Adhesives Company. 
   ® Plexiglas is a registered trademark of Rohm and Haas.

CALL 1-800-401-5005 for additional product information 

Regional Phone Numbers:
North East: 1-800-257-8226
South East: 1-800-537-4606

Midwest: 1-800-736-7636
West: 1-800-252-7767
Mexico: 011-52-55-47-77-19-00

www.SourceOneOnline.com
custserv@SourceOneOnline.com


