


IMPORTANT NOTICE: The information given and the recommendations made herein are based on our research and are believed to be accurate, but no 
guarantee of their accuracy or completeness is made. In every case, user shall determine before using any product in full scale production, or in any way, 
whether such product is suitable for user’s intended use for their particular purpose under their own operating conditions. User assumes all risk and liability 
whatsoever in connection with their use of any product. The products discussed herein are sold without any warranty as to merchantability or fitness for a 
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warranties, express or implied: Seller’s and manufacturer’s only obligation shall be to replace or credit such quantity of the product proved to be defective 
at its discretion. 
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APPLICATION METHOD:
1) The application surface MUST be dry prior to application.  Do not install after a rainstorm!  

The bricks will take a minimum of 24 hours to dry in warm weather. 
2) Use the ‘hinge method’ to line up the graphic and to install by removing small sections of the 

liner at a time and applying flat onto the rough wall with a soft squeegee. 
3) Heat up the film in small sections from left to right with a heat gun to approx.  850°F (450°C) 

then press the heated film down into the rough texture of the brick wall with a semi-rigid 
roller.

4) Remove all air pockets by poking with a pin (do not use a knife) and pressing the air out with 
a soft cloth. 

5) After the application is complete and all air pockets removed, heat up one more time to relax 
and re-set the film. 

6) The film has an outdoor life of 6 months 
7) To remove - re-heat and pull off in small sections.  It will remove easily and cleanly.

DURABILITY: The outdoor durability of the printed graphic is 6 months.  Color fading is mainly 
dependent upon the quality of the inks (see technical data sheets given by the ink manufacturers) and the 
pressure sensitive media being used.  Use only Permacolor LF3648 gloss or LF3638 matte highly 
conformable RAYZor overlaminating films. 

SHELF LIFE:
2 years from D.O.M. when stored at 60/77°F (15/25°C) and 50% relative humidity in the original 
package.

* Values given are typical and are not necessarily for use in specification.

CALL 1-800-401-5005 for additional product information 

Regional Phone Numbers:
North East: 1-800-257-8226
South East: 1-800-537-4606

Midwest: 1-800-736-7636
West: 1-800-252-7767
Mexico: 011-52-55-47-77-19-00
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custserv@SourceOneOnline.com


